
Cancellation kit PASM, Porsche 991-GT3, 981-GT4

35020-13
Mounting Instructions

Note!
Please note that this image is a general 
representation of the product and may differ 
slightly from your product.

Kit Contents

Description Part No Pcs

Cable ties 3,5x190 6
Plag 4
Adhesive pads 4
Cancellation kit 4
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Preparation:

1 
Seal the end of the wire with shrinking tube or 
a tape.

MOUNTING INSTRUCTIONS
  arning!⚠

It is advisable to have an Öhlins dealer install 
the cancellation kit.

  arning!⚠
If working on a raised vehicle, ensure it is 
securely supported.

2
Fix the wire with cable ties on the coilover strut.
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MOUNTING INSTRUCTIONS
Porsche GT3:
The control unit is located below the parcel 
shelf.

3
Dismantle the interior panel. Disconnect the 
marked connector and fix it with cable ties on 
the wire harness.

4
Insert the supplied plug into the control unit and 
lock.
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5
Fix the one adhesive tape on the electronic 
component.

 Note!1
Surface must be cleaned and degreased. 

MOUNTING INSTRUCTIONS

6
Connect the wire into the supplied electronic 
component. Check the correct locking of the 
plug. Bond the electronic component on the 
surface. 

 Note!1
Surface must be cleaned and degreased.
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MOUNTING INSTRUCTIONS
Porsche GT4:
The control unit is in the trunk on the right side 
of the vehicle.

1
Dismantle the interior panel. Disconnect the 
marked connector and fix it with cable ties on 
the wire harness. 

2
Insert the supplied plug into the control unit and 
lock.
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3
Fix the one adhesive tape on the electronic 
component.

 Note!1
Surface must be cleaned and degreased.

4
Connect the wire into the supplied electronic 
component. Check the correct locking of the 
plug. Bond the electronic component on the 
surface. 

 Note!1
Surface must be cleaned and degreased.


